6" CONNECTION PER

' ‘ ‘ ' MANUFACTURER (TYP.)

6 0” (MIN.)

SEE NOTE 3 FOR

TOP VIEW COLOR OF SPEED BUMP

N
R
~ ——t—t=
SIDE _VIEW 6"
=
12"
PROFILE VIEW

NOTES:

1.

INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S
SPECIFICATIONS.

DIMENSIONS, MATERIALS, AND ATTACHMENTS MAY VARY BETWEEN
MANUFACTURERS.

COLOR OF SPEED BUMP SHALL BE PRIMARILY BLACK WITH STRIPES THAT
MATCH THE COLOR OF THE ADJACENT PAVEMENT MARKING LINE. IF PLACED
ON DOUBLE YELLOW CENTER LINE, SPEED BUMP MAY BE ALL YELLOW.

SPEED BUMP MAY BE OF MODULAR STYLE WITH TWO END MODULES AND
MIDDLE MODULES, AS NEEDED, TO CONSTRUCT FULL LENGTH OF SPEED
BUMP.

IF LOCATED ON BRIDGE DECK, SPEED BUMP BASE MUST BE GLUED. NO
CORED INSTALLATION METHOD ALLOWED ON BRIDGE DECKS.

LOW-PROFILE SPEED BUMP
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